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INTISARI

Indonesia terletak pada khatulistiwa yang mempunyai hari-guruh sangat

tinggi dengan aktivitas 100 sampai 200 hari guruh per tahun. Sedangkan untuk

pangkalpinang hari guruh pada tahun 2016 sebanyak 174 hari guruh. Perhitungan

kebutuhan bangunan menggunakan standar PUIPP dan IEC 1024-1-1. Sistem

perancangan proteksi petir terbagi 3 yaitu : Metoda Kerucut, Sangkar Faraday

Dan Bola Bergulir. Sedangkan untuk jenisnya ada Konvensional dan Non

Konvensional. Dari hasil perhitungan mengunakan metoda bola bergulir dengan

jenis terminasi udara non konvensional radius proteksi yang didapat lebih besar

dari radius proteksi yang terpasang yaitu 101 m lebih besar dari 100 m maka

gedung terminal baru bandara depati amir pangkalpinang telah terproteksi dengan

2 sistem proteksi petir non konvensional (S 6.60 Prevectron) yang telah

terpasang. Jadi setelah dialakukan pengukuran untuk nilai pentanahan sistem

proteksi  petir di gedung terminal baru bandara depati amir pangkalpinang

mendapatkan nilai pentanahan yaitu rata-rata dibawah 2 ohm . Maka nilai ini

sangat baik karena lebih kecil dari nilai standar pentanahan yang telah ditetapkan

oleh PUIL 2000 pasal 3.13.2.10 maksimum bernilai 5 ohm.

Kata Kunci : Hari Guruh, PUIPP, IEC 1024-1-1, Metode Bola Bergulir,

Pentanahan, Konvensional, Non konvensional
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ABSTRACT

Indonesia lies on the equator which has a very high thunder-day activity

with 100 to 200 days of thunder per year. As for Pangkalpinang thunder day in

2016 as much as 174 days of thunder. Calculation of building requirements using

PUIPP and IEC 1024-1-1 standards. The design system of lightning protection is

divided into 3, namely: Cone Method, Faraday Cage And Rolling Sphere. As for

the type there Conventional and Non Conventional. From the calculation using

Rolling Sphere Method with Non Conventional air termination type The

protection radius obtained is greater than the installed protection radius of 101 m

greater than 100 m, the New Terminal Building of Depati Amir Pangkalpinang

Airport has been protected by 2 Non-Conventional Lightning Protection Systems (

S 6.60 Prevectron) that has been installed. So after the measurement is done for

the value of Grounded Lightning Protection System at the New Terminal Building

of Depati Amir Pangkalpinang Airport get the grounding value that is average

under 2 ohm. Then this value is very good because it is smaller than the value of

earth standard set by PUIL 2000 article 3.13.2.10 maximum is 5 ohm.

Keywords : Day of Thunder, PUIPP, IEC 1024-1-1, Rolling Sphere Method,

Ground, Conventional, Non Conventional
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