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INTISARI 

Proses pencucian bijih timah mempunyai peran penting dalam kegiatan 

produksi, sehingga proses pencucian perlu dilakukan secara optimal agar 

konsentrat yang didapat sesuai dengan keinginan pasar yang bernilai ekonomis. 

Pemisahan bijih timah dari mineral pengotornya dapat dilakukan dengan 

penggunaan alat sluice box (shakan). Perancangan alat shakan dengan skala 

laboratorium perlu dilakukan untuk mendapatkan kinerja alat yang baik agar 

mampu menghasilkan konsentrat yang optimal. Data untuk menentukan dimensi 

shakan didapatkan dari perhitungan kapasitas perlebar yang disesuaikan dengan 

banyaknya asumsi sampel yaitu 40 kg, serta melakukan perbandingan dengan 

shakan secara aktual. Perhitungan nilai criteria concentrat dan mineral 

pengotornya digunakan untuk menentukan kemungkinan pemisahan dengan 

teknik gravimetri, sedangkan untuk menentukan nilai kadar Sn dari hasil 

pencucian digunakan metode analisa kimia pada 10 sampel. Penentuan nilai 

recovery tiap sampel dilakukan melalui perhitungan antara perolehan kadar dan 

berat yang dihasilkan tiap sampel dari proses pencucian. Variabel yang digunakan 

adalah kemiringan shakan 3°, 4° dan 5° dan kecepatan laju air pada debit 35,3 

L/menit, 30 L/menit dan 22,22 L/menit. Berdasarkan perhitungan kapasitas 

perlebar, didapatlah dimensi shakan dengan lebar sebesar 40,6 cm, panjang 162 

cm, tinggi box samping 10 cm dan penggunaan riffle sebanyak 2 buah. Mineral-

mineral dengan nilai CC yang tinggi akan sangat mudah dipisahkan dengan teknik 

gravimetri. Perolehan nilai recovery tertinggi didapat pada sampel 3 yaitu sebesar 

91,76 % dengan kemiringan shakan 3° dan  kecepatan  laju  air  pada  debit 22,22 

L/menit, sedangkan untuk kadar Sn tertinggi didapat pada sampel 7 sebesar 

37,13%, dengan kemiringan 5° dan kecepatan air pada debit 35,3 L/menit. 

 

Kata kunci : Shakan, criteria concentrat, recovery 
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ABSTRACT 

Tin ore leaching process has an important role in the activities of production, 

so that the washing process needs to be performed optimally in order to concentrate 

obtained in accordance with the wishes of the market that have economic value. 

Separation of tin ore from mineral impurities can be done with the use of a sluice 

box (Shakan). The design tool Shakan with laboratory scale needs to be done to get 

the performance of a good tool to be able to produce a concentrate that is optimal. 

Data to determine the dimensions obtained from the calculation capacity Shakan 

dilate the adjusted number of assumptions sample of 40 kg, as well as make 

comparisons with actual Shakan. Concentrat value calculation criteria and mineral 

impurities are used to determine the likelihood of separation with gravimetric 

technique, while to determine the value of Sn from washery used methods of 

chemical analysis on 10 samples. Determining the value of recovery for each 

sample is done by calculating the concentration and weight gain is generated for 

each sample of the washing process. The variables used were Shakan slope of 3 °, 

4 ° and 5 ° and the speed of the water flow of 35.3 L / minute, 30 L / minute and 

22.22 L / minute.Based on the capacity calculation dilate, didapatlah Shakan 

dimensions with a width of 40.6 cm, 162 cm long, 10 cm high side box and riffle use 

as much as 2 pieces. Mineral - minerals with high CC value will very easily be 

separated by gravimetric techniques. Obtaining the highest recovery value 

obtained on the sample 3 in the amount of 91.76% with Shakan 3 ° slope and speed 

of the water at the discharge 22.22 L / min, while the highest levels of Sn obtained 

on the sample 7 at 37.13%, with a slope of 5 ° and a velocity of water in the 

discharge of 35.3 L / minute. 

 

Keywords: Shakan, concentrat criteria, recovery 
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