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INTISARI

Penelitian ini bertujuan untuk mengetahui adanya sebaran Timah Primer
pada daerah penelitian. Metode eksplorasi geofisika yang digunakan adalah
metode geolistrik Induksi Polarisasi (IP) konfigurasi Dipole-dipole di IUP
PT Timah Tbk Desa Tempilang, Kabupaten Bangka Barat, Kepulauan Bangka
Belitung dengan menggunakan alat supersting R8 (AGI-Advance Geoscieence
Inc). Pengukuran dilakukan sebanyak 10 lintasan dengan panjang setiap lintasan
700 meter, spasi elektroda 10 meter, dan jarak antar lintasan 100 meter. Dari hasil
pengukuran dilapangan diperoleh nilai resistivitas dan chargeabilitas. Kemudian
hasil pengukuran  dilakukan pengolahan data dengan Res2Dinv dan didapatkan
penampang 2-D resistivitas dan chargeabilitas. Dari kedua penampang tersebut
dapat di interpretasikan bahwa sebaran timah primer diperkirakan berada pada
resistivitas tinggi (>2.000 ohm-m) yang berada pada nilai chargeabilitas sedang
(50-180 msec) hingga tinggi (>180 msec) yang terdapat pada lintasan 1, lintasan
5, lintasan 8 dan lintasan 9 dan berarah Tenggara-Barat Laut daerah penelitian.

Kata kunci : Induksi Polarisasi, Resistivitas, Timah Primer.
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ABSTRACT

This study aims to determine the presence of Primary Timah distribution
in the study area. The geophysical exploration method used is the method of
geoelectric Induction Polarization (IP) Dipole-dipole configuration at IUP PT
Timah Tbk Tempilang Village, West Bangka Regency, Bangka Belitung Islands
using supersting tool R8 (AGI-Advance Geoscience Inc). Measurements were
carried out as many as 10 line with a length of each 700 meters line, a 10 meter
space, and a distance of 100 meters. From the results of field measurement
obtained resistivity and chargeability value. Then the result of measurement is
done data processing with Res2Dinv and got 2-D cross-section of resistivity and
chargeability. From both sections it can be interpreted that the primary tin
distribution is estimated to be at high resistivity (> 2,000 ohm-m) which is in the
medium chargeability value (50-180 msec) to high (> 180 msec) in line 1, line 5 ,
line 8 and line 9 and Southeast - North West direction of the research area.

Keywords : Induce Polarization, Resistivity, Primary Tin.
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