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INTISARI

Proses pengupasan tanah lapisan atas (overburden) tidak selalu dilakukan
oleh excavator, ada kalanya untuk melakukan pengupasan overbuden dilakukan
dengan kegiatan peledakan yang dikarenakan perbedaan lapisan tanah penyusun
dari tiap-tiap daerah, sehingga tingkat kekerasan batuannya pun berbeda. PT Bukit
Asam Tbk juga melakukan kegiatan peledakan untuk mengupas overburden di
lokasi penambangannya. Penambangan batubara pada daerah Lingkar III
terkendala dikarenakan adanya batuan andesit yang menerobos lapisan batubara,
sehingga batuan andesit harus terlebih dahulu ditambang agar dapat melanjutkan
penambangan batubara. Pola peledakan yang digunakan PT Bukit Asam Tbk
adalah box cut dan v-cut. Geometri peledakan sangat berpengaruh terhadap
fragmentasi batuan hasil peledakan, karena jika ingin menghasilkan fragmentasi
berukuran besar ataupun kecil dapat diatur melalui perencanaan geometri
peledakan. Geometri peledakan aktual yang digunakan perusahaan adalah burden
3 m, spacing 4 m, diameter 3 inci, stemming 2,5 m, kedalaman 6 m, PC 3,5 m
dengan rata-rata nilai powder factor adalah 0,23 kg/bcm. Hasil distribusi
fragmentasi untuk ukuran 60 cm yang dihasilkan dari geometri peledakan aktual
adalah 65,66% untuk nilai terendah, 69,39% untuk nilai tertinggi dan nilai rata-
rata selama lima kali peledakan adalah 67,18%. Hasil yang didapatkan dari
geometri peledakan aktual dengan nilai maksimal hanya mencapai 69,39%, dari
hasil peledakan yang didapatkan, sebenarnya masih bisa untuk dioptimalkan dan
mengacu pada ukuran feed dari crusher seharusnya ukuran maksimal dari
fragmentasinya adalah 60 cm agar dapat diolah lebih lanjut oleh unit crusher.
Berdasarkan hal tersebut, maka penulis mengusulkan dua geometri usulan antara
lain untuk kedalaman 6 m dan 9 m. Geometri usulan untuk kedalaman 6 m adalah
burden 2,5 m, spacing 3 m, diameter 3 inci, stemming 2,5 m, PC 3,5 m, dengan
nilai powder factor 0,31 kg/bcm dan fragmentasi ukuran 60 cm sebesar 97% lolos.
Geometri usulan untuk kedalaman 9 m adalah burden 3 m, spacing 3,5 m,
diameter 3 inci, stemming 2,5 m, PC 6,5, dengan nilai powder factor 0,28 kg/bcm
dan fragmentasi ukuran 60 cm sebesar 92% lolos.

Kata kunci: Peledakan, geometri peledakan, fragmentasi, crusher.
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ABSTRACT

Stripping process of topsoil (overburden) is not always doing by excavator,
sometimes to do stripping process of topsoil is doing by blasting activity because
of the differences in subsoil layer from each region, so the level of rock’s
hardness is different too. PT Bukit Asam Tbk is doing blasting activity too for
stripping process of topsoil on their mining location. Coal mining on site Lingkar
III constrained due to andesite rocks that break through the coal seams, so that the
andesite rocks must be mined first in order to proceed with coal mining. The
blasting pattern used by PT Bukit Asam Tbk is box cut and v-cut. The blasting
geometry greatly affects the fragmentation of blasted rocks, because if they are to
produce large or small fragmentation can be arranged through blast geometry
planning. The actual blasting geometry used by the company is a 3 m burden,
spacing 4 m, 3 inches diameter, 2.5 m stemming, 6 m depth, PC 3,5 m, with
average powder factor of 0.23 kg/bcm. The result of the fragmentation
distribution for the 60 cm size resulting from actual blasting geometry was
65.63% for the lowest value, 69.39% for the highest value and the average value
for five blasts was 67.18%. The results obtained from the actual blasting geometry
with a maximum value of only 69.39%, from the results of the blasting obtained,
actually still to be optimized and refers to the size of the feed of the crusher
should be the maximum size of the fragmentation is 60 cm in order to be further
processed by the unit crusher. Based on this, the authors propose two proposed
geometry, among others, to a depth of 6 m and 9 m. Geometry proposed for depth
6 m is 2.5 m burden, spacing 3 m, 3 inch diameter, 2.5 m stemming, PC 3.5 m,
with powder factor 0,31 kg/bcm and fragmentation size 60 cm equal to 97 % pass
over. The proposed geometry for 9 m depth is a 3 m burden, 3.5 m spacing, 3 cm
diameter, 2.5 m stemming, PC 6.5 m, with powder factor 0.28 kg/bcm and 60 cm
size fragmentation 92% pass over.

Keywords: Blasting, blasting geometry, fragmentation, crusher.
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