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INTISARI

PT Bukit Asam Tbk akan melakukan pembangunan perumahan baru bagi
karyawan untuk menggantikan perumahan lama yang terletak pada daerah berupa
lereng timbunan dan lereng galian. Untuk itu perlu dilakukan penelitian analisis
nilai kestabilan lerengnya. Penelitian ini bertujuan untuk mengetahui sifat fisik
dan mekanika tanah/batuan dan timbunan, menghitung nilai kestabilan lereng
tunggal dan keseluruhan lereng pada Township Tanah Putih menggunakan
Software GeoStudio 2012 dan mendapatkan cara meningkatkan kestabilan lereng
yang tidak stabil. Metode yang digunakan adalah metode bishop pada Software
GeoStudio 2012 Slope/W. Uji laboratorium yang dilakukan adalah uji direct shear
dan uji PLSI. Pada penelitian ini terdapat tujuh penampang. Sifat fisik dan
mekanik tanah/batuan sebagai berikut topsoil γw sebesar 16,64 kN/m3, cr sebesar
16,82 kPa, dan ϕr sebesar 13,59º. Batupasir γw sebesar 19,17 kN/m3, cr sebesar
19,53 kPa dan ϕr sebesar 19,17o. Batulempung γw sebesar 18,50 kN/m3, cr sebesar
54,55 kPa dan ϕr sebesar 19,370, batulanau γw sebesar 18,02 kN/m3, cr sebesar
56,13 kPa dan ϕr sebesar 19,39o. Batubara γw sebesar 11,92 kN/m3, cr 528,71 kPa
dan ϕp sebesar 30,84o. Timbunan memiliki γw sebesar 17,38 kN/m3, cr sebesar
18,55 kPa dan ϕr sebesar 11,75o. Nilai UCS tiap lapisan adalah sebagai berikut
topsoil sebesar 0,89 MPa, batupasir sebesar 2,21 MPa, batubara sebesar 0,86
MPa, batulanau sebesar 1,88 MPa, batulempung sebesar 2,14 MPa. Hasil analisis
kestabilan lereng menggunakan metode bishop pada Software GeoStudio 2012
Slope/W didapatkan penampang yang stabil yaitu penampang D13-D’13, E11-
E’11, B14-B’14, C2-C’2, E2-E’2 dan E5-E’5 dengan faktor keamanan yaitu 1,280
- 3,608, sedangkan penampang yang tidak stabil adalah penampang A9 dengan
faktor keamanan yaitu 1,019. Meningkatkan nilai kestabilan lereng pada
penampang A9 dengan cara mengubah geometri lereng yaitu panjang lereng dari
7,5 m menjadi 12,5 dan juga memperkecil sudut lereng  dari 34o menjadi 22o

dengan tinggi lereng tetap 5 m, maka didaptakan nilai faktor keamanan
keseluruhan lereng  yaitu 1,405 dan aman.

Kata kunci: Kestabilan lereng, timbunan, galian, batuan, tanah.
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ABSTRACT

PT Bukit Asam Tbk will undertake the construction of new housing for its
employees to find a place to live on the fill slopes and the cut slopes. Therefore,
it is necessary to analyze of slope stability values. This study aims to determine
the physical and mechanical properties of soil/rock and fill, calculate value of
single slope and overall slope in Tanah Putih Township using GeoStudio Software
2012 and get way to increase unstable slopes. The method used is the method of
Bishop in GeoStudio Software 2012 Slope/W. Laboratory tests conducted are
direct shear test and PLSI. At present there are seven cross sections. Physical and
mechanical properties of soil/rock as follows topsoil γw of 16,64 kN/m3, Cr of
16,82 kPa and ϕr of 13,59º. Sandstone γw of 19,17 kN/m3, cr of 19,53 kPa and ϕr

of 19,17o. Claystone γw of 18,50 kN/m3, cr of 54,55 kPa and ϕr of 19,370, siltstone
γw of 18,02 kN/m3, cr of 56,13 kPa and ϕr of 19,39o. Coal γw of 11,92 kN/m3, Cr
528,71 kPa and ϕp sebesar 30,84o. Fill γw of 17,38 kN/m3, cr of 18,55 kPa and ϕr

of 11,75o. The value UCS for layers as follows topsoil of 0,89 MPa, sandstone of
2,21 MPa, coal of 0,86 MPa, siltstone sebesar 1,88 MPa, claystone of 2,14 Mpa.
Slope stability results using the bishop's method of GeoStudio Software 2012
Slope/W to find the safe cross section that’s D13-D'13, E11-E'11, B14-B'14, C2-
C'2, E2-E'2 and E5-E'5 with slope stability that is 1,280 - 3,608, while cross
section who not stabily is cross section A’9 with slope stability 1,019. Increasing
the slope stability value on the cross section A9 by changing the geometry of the
slope that is the slope length from 7.5 m to 12.5 and also minimizing the slope
angle from 34o to 22o with a fixed slope height of 5 m, the overall safety factor
value of the slope stability is 1.405 and safe.

Keywords: Slope stability, fill, cut, rocks, soil.
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