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   INTISARI  Nilai tahanan pentanahan dipengaruhi oleh besarnya nilai tahanan jenis tanah. Beberapa faktor yang mempengaruhi nilai tahanan jenis tanah antara lain adalah struktur tanah, temperatur, kandungan air dalam tanah, dan pengaruh kandungan kimia di dalam tanah. Beton merupakan suatu benda padat yang tersusun dari semen, pasir, dan kerikil yang memiliki karakteristik yang dapat mengikat air yang sudah terkandung di dalamnya dan memepertahankan zat-zat disekitarnya sehingga  mampu  mempertahankan  kelembaban  pada  tanah.  Ufer  grounding adalah elektroda yang di bungkus dengan beton seperti pondasi bangunan yang bersentuhan langsung dengan bumi untuk di gunakan sebagai grounding, variasi beton murni, beton yang tercampur serabut kelapa 40 %, beton yang tercampur bentonit 50%, serta beton yang tercampur  bentonit 50 % dan serabut kelapa60 % . Tujuan dalam  penelitian ini adalah untuk menganalisis perubahan nilai tahanan pentanahan menggunakan beton yang tercampur bentonit dan serabut kelapa dan mengetahui campuran terbaik untuk menurunkan nilai tahanan pentanahan. Nilai tahanan pentanahan yang dihasilkan adalah  460 Ω untuk elektroda tanpa beton , 755 Ω untuk beton murni, 575 Ω untuk beton yang tercampur serabut kelapa 40%, 398 Ω untuk beton yang tercampur bentonit 50%,  285 Ω untuk Benton tercampur bentonit 50% serta serabut kelapa 60 % perubahan nilai tahan paling bagus adalah 285 Ω yaitu menggunakan beton yang tercampur bentonit 50% dari jumlah semen dan serabut kelapa 60%  Kata kunci : Tahanan pentanahan, Tahanan jenis ,Ufer Grounding, Beton, Bentonit, Serabut kelapa.                               vi 



   ABSTRACT  The  value  of  grounding  resistance  is  influenced  by  the  value  of  soil  type resistance. Several factors that influence the value of soil type resistance include soil structure, temperature, water content in the soil, and the effect of chemical content in the soil. Concrete is a solid object composed of cement, sand, and gravel that has characteristics that can bind water that has been contained in it and maintain substances around it so as to maintain moisture in the soil. Ufer grounding is an electrode wrapped in concrete like a building foundation that is in direct contact with the earth to be used as grounding, pure concrete variations, concrete mixed with coconut fiber 40%, concrete mixed with 50% bentonite, and concrete mixed with 50% bentonite and coconut fiber 60%. The purpose of this study was to analyze changes in the value of grounding resistants using concrete mixed with bentonite and coconut fibers and find out the best mixture to reduce the value of grounding resistance. The resulting earth resistance value is 460 Ω for electrodes without concrete, 755 Ω for pure concrete, 575 Ω for concrete mixed with coconut fiber 40%, 398 Ω for concrete mixed with 50% bentonite, 285 Ω for Benton mixed with 50% bentonite and fibers coconut 60% change in the best resistance value is 285 Ω that is using concrete mixed with bentonite 50% of the amount of cement and coconut fiber 60%  Keywords: earth resistance, type resistance, ufer grounding, concrete, bentonite, coconut fibers.                                 vii 
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